ITEM CODE

DATASHEET CETTIG-=

1653LED

Cut-out:62x50mm

SN

thickness
S5—20mm

55mm

COMPLIANCE
AS/NZS 60598

CB C € (@ T

APPROVALS

PHYSICAL CHARACTERISTICS

INSTALLATION Recessed ROTATION Non rotatable
DRIVER Remote IP-RATING IP20
CUT-OUT SIZE L62mm x W50mm IK-RATING IKO3
DIMENSION L76mm x W64mm x H 55mm FIXTURE MATERIAL Housing: Die-Cast Aluminum
CEILING THICKNESS RANGE 5-20mm STANDARD FINISH White / Black
RECESSED DEPTH REQUIRED 105mm PACKAGE mm pcs/ctn
ADJUSTABILITY Tilt +/-20° WEIGHT kg/pc kgs/ctn
REFLECTOR Dark Chrome/W hite/ OPTIONAL ACCESSORIES Trimless mountgd kit/Trim with
Golden / Black/ spring
ELECTRIC / PHOTOMETRIC DATA

LIGHT SOURCE CREE CHROMATICITY TOLERANCE SDCM=<3
LED CURRENT 700mA COLOR RENDITION INDEX Ra = 80/Ra = 90 R9=50
LED VOLTAGE 6V COLOR TEMPERATURE 2700K 3000K 4000K
LED POWER 4.2W BEAM ANGLE 15°/29°/50° / 60°/16°x36°
SYSTEM POWER 5W DIMMING OPTION(S) DAU”:‘%VN/TRIAC/
LED LUMINOUS FLUX CERTIFICATIION CB, CE, CCC ,SAA, RoHS
LUMINAIRE LUMINOUS FLUX £10%

(3000K CRI 90) 285-334LM POWER FACTOR 0.9
LUMINAIRE LUMINOUS FLUX £10%

(2700K CRI 90) 241-318LM UGR <19
SYSTEM EFFICACY 66 EAGLERISE/EUCHIPS/TRIDONIC/

(3000K CRI 90) LM/W DRIVER OPTION(S) OSRAM/TCI/MEANWELL/L-TECH

MISCELLANEOUS SPECIFICATIONS

ENERGY CLASS A
MAINS VOLTAGE 220-240V AC
OPTIONAL VOLTAGE 100-240 V AC m
FREQUENCY 50/60 Hz - .
SAFETY CLASS i |
ENVIRONMENTAL TEMP. -20°C / +40°C = %
RATED SERVICE LIFE (h) 50000 DD
WARRANTY 3 Years /5 Years

Notice: We reserve the right to make the technical changes without notice. Please contact our sales office for further information.
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